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Abstract  Since Hyougoken-nanbu Earthquake in 1995, improvement of the seismic 
performance of the structures comes to significant issues and installing dampers 
to the structure is recognized to be effective decreasing seismic damage of 
essential structures. Recently bingham type damper has noticed because of its 
predominant characteristics, in which no dependence on both velocity and 
temperature. In this paper, the bingam dampers with newly composed materials 
are examined experimentally and preferable combination between silicon oil 
and some filler is found after the dynamic test changing the frequency from one 
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 図-2 ダンパー供試体 
図-1 実験装置概略図 






























































































ST-05 酸化チタン 1:1.6 27 
















































































































































































































































































































































(a) SC-01 (b) SC-02C (c) SB-03 (d) SB-04C 


























































































































(a) SC-01 (b) SC-02C (c) SB-03 (d) SB-04C 






















































































































































































































































































































































































































































































































































1） 橋りょうの耐震設計，沼田しょう一郎 基礎工 Vol.2, 
No.12, Page87-91 1974 
2） 構造物用油圧緩衝器について，磯浪隆一 油空圧 Vol.8, 
No.4, Page63-68 1994.10 
3） ビンガムダンパー速度特性試験，竹下学， 池永雅良 日
本建築学会学術講演梗概集 B-2 構造 2 Vol．2000， pp．
861-862 2000．7 
4） ビンガムダンパーを用いた実大フレーム実験， 藤生重雄 
日本建築学会学術講演梗概集 B-2 構造 2 Vol．2001， 
Page363-364 2001．07．31． 
5） ビンガム特性ダンパー，下田郁夫 日本機械学会関東支部
総会講演会講演論文集 Vol．8th， Page69-70 2002．03．
14    
6） 高減衰ゴムダンパーを用いた高橋脚桁橋と斜張橋のハイ
ブリット実験,五十嵐晃2007年度全国大会 
7） 鶴巻有一郎：ビンガム流体と粘性流体，2006.9.4 
8） 土木学会編：水理公式集，平成11年 
9） （社）日本道路協会:，道路橋示方書･同解説，ⅴ耐震設計
編，2002，3月 
 
（受理 平成20年3月19日） 
0 0.5 10
0.5
1
最大応答変位比
降
伏
震
度
(a) 並列バネダンパー型 
0 0.5 10
0.5
1
最大応答変位比
降
伏
震
度
(b) 直列バネダンパー型 
図-20 降伏震度-最大応答変位比 
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